EC 80PMSM | Pout. 750W, Voltage 48V

EBALE S /MODELEC80TM4830750-E RAS: V1.0
HEEXSH/BASIC PARAMETRS
BREDIF(W): 750 R 20
Rated Output(w): Number of Poles:
BUE R SE(V): DC4s TREZ: E
Rated Voltage(v): Vibration Class:
ELZF (om): BEE(om):
Rated Spesd(rom): 8000 Ma?c Speedlrom): 3100
BUE BIAmS): 5 BT RA B Ji(Arms):
Rated Cijﬂent@/ms): 18.5£10% msz‘aiftaneofjms Max. Current(Arms)- 37£10%
BUETAIE(N.m): 24 BT RAHIEIN.m): 48
Rated Torque(N.m): ’ Instantaneous Peak Torque(N.m): ’
ZLEBA(0): oL (DR LG (mH)-
Line Resistance((): 0.115+10%(25C) Line Inductance(mH): 0.155+20%(25C)
GBS/ krpm): TIREFBIN.m/A):
Line Back EMF.(V,/krom): 7.7£10% Torque Coeffcient(N.m/A)- 0.13£10%
BEFIRE(KgmPx10-): 1.64210% RIETH: B /Incremental
Rotor Moment of Inertia(Kg.mPx10 ~%): A= Feeadback Component: Encoder,2500PPR
RIS HIAIEEHAE(N.m) - / GRIF a2 T IER/E(V):
Static Torque (N.m): Rated Voltage(V): /
ﬁ%}gﬁ%%smfz@e{m}- DC500V, >20MQ %:igd(g)g) <60dB, T 50i/NoneSpecial Noise
TrERTIE: pe=d HRANER: V15
Time rating.: Continuous Vibration Class:
AR/ 20~+40°C IFEE 20~80% 4R
/Ambient Temperature: e Ambient Humidity: 20~ 80% No Condensation
V7 Y= K=\ LR Y=
Excitation: Permanent Magnet Mouting: Flange Method
R B0k BHIEE(Kg) 18
Drive Method: Direct Drive Weight(kg): :
R 23, BRIP54(IPESEIE) (BB IRIM
Enclosure: Totally Enclosed, Self—cooled, IP54(IP65 optional) (except for shaft opening)
TEE TG M EB LR A e (CCW)
Rotation Direction: Counterclockwise rotation(CCW)

X EE B R EE200x200x6HI4S H SR _ B e TR R 40 CITHIEE B L5, /Rated torque is the continuous allowable torque at 40°C with an Al heatsink of 200x200x6.

F#EE8/CONNECTORS

N 3EEE/Power Line Socket

JRhB 2835 A2 /Encoder Socket(DB15 PIN 243k)
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FEAE—IEFEAE I / TORQUE-SPEED CHARACTERISTICS
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T {ERY (8] 72 R IRIE SR EEA0CIA R EESH A9 5514 T8/ The characteristics is measured in the warm-boot conditions at 40°C
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The above characteristics do not supply 100% output for
continuous running;
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Please make sure that the effective torque is in the range of T-N

characteristics’ continuous duty zone,
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~_ Specification are subject to change without notice for ongoing

product modification and improvement, please pay more

attentions to the
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Front view and mounting
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Side view
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